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Metallspitze
metal tip

Schaft
barrel

Metallclip
metal clip

Drücker
push-button

MS ➁ 40 x 20 mm

MS ➂ + ➃ 70 x 13 mm

L ➁ 40 x 7 mm

L ➂ + ➃ 50 x 7 mm

5-5900  

Drücker
push-button

Schaft
barrel

Metallspitze
metal tip

Metallclip
metal clip

MS ➁ 45 x 20 mm

MS ➂ + ➃ 70 x 13 mm

L ➁ 40 x 6 mm

L ➂ + ➃ 50 x 6 mm

5-5400  

Farb-Code/Minen
Colour code/Refills

TREE 
5-5400  new!

5-5400  (● 8-0877)

08-W001

● 8-0877

5-5900  (● 8-0855)

37-W001

● 8-0855

Für dieses uma Schreibgerät aus Holz wird 
FSC®-zertifiziertes Buchenholz verwendet. 
Durch spezielle Bearbeitung des  
nachwachsenden Rohstoffs transportiert 
das Naturprodukt Ihre Werbebotschaft 
edel und formschön zum Kunden. 

Der Naturstoff Holz variiert sowohl in 
der Farbigkeit des Holzes, als auch in der 
Struktur (Maserung).

Only FSC® certified beechwood is used 
for this uma writing utensil made of wood. 
Through special processing of the  
sustainable raw material, the natural 
product transports its advertising message 
in a refined and beautiful design to the 
customer. 

Wood is a natural material with a great  
variety of colours and textures (grain  
effect).

LEAF 
5-5900 

5-5400 : Holz-Druckkugelschreiber mit 
Holzdrücker, Metallclip und Metallspitze 
glanzverchromt. Schaft und Drücker aus 
schutzlackiertem PEFC-zertifiziertem 
Buchenholz. 

5-5900: Holz-Druckkugelschreiber mit 
Holzdrücker, Metallclip und Metallspitze 
glanzverchromt. Schaft und Drücker aus 
schutzlackiertem FSC®-zertifiziertem 
Buchenholz. 

Mindestbestellmenge 300 Stück  
Werbeschlüssel  Schaft MS/L

5-5400: Wooden retractable ballpoint 
pen with wooden push-button, metal clip 
and metal tip chrome plated. Barrel and 
push-button made from PEFC-certified 
beechwood with protective varnish 
coating. 

5-5900: Wooden retractable ballpoint 
pen with wooden push-button, metal  
clip and metal tip chrome plated. Barrel 
and push-button in FSC® certified 
beechwood with protective varnish 
coating.

Minimum quantity 300 pieces  
Advertising code barrel MS/L




